
  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NESCOAT® ALUMINUM BASE PROFILE 

TECHNİCAL DATA SHEET 

DESCRIPTION 

NESCOAT® Aluminum Base Profile is a drip edge base profile made from durable aluminum material. 

 

APPLICATION AREAS 

It is used when the thermal insulation system needs to be started at a certain height from the ground, ensuring that the 

bottom edge is straight and resistant to impacts. 

 

ADVANTAGES 

 Provides a straight and durable bottom edge finish. 

 Serves as a reference for the alignment of thermal insulation boards. 

 Provides a practical solution. 
 
APPLICATION 

 Base profiles are aligned at the desired height and level. 

 The profile is fastened with dowels at 50 cm intervals. 

 After installation, the alignment is checked to ensure proper placement. 
 
WARNINGS AND RECOMMENDATIONS 

 Products should be stacked properly to prevent them from damaging each other due to their weight. Excessive piling 

may compromise the structural integrity of the products. 

TECHNICAL SPECIFICATIONS 

Property Value 

Color Gray 

Packaging Type Pack 

Length 3 m 

Edge Width Between 4.3 cm and 14.3 cm 

 

 

 


